






Appendix C
Landfill Cover Protocol

1. The truck tum-around area is limited to the minimum area necessary for

that activity;

2. The asphalt grindings on the haul road and truck tum-around area are not

less than one (l) foot in thickness after placement;

3. The asphalt grindings on the haul road and truck tum-around area are

graded, compacted, and rolled (using a roll compactor) to direct storm
water off of the Landfill, including, to the extent practicable, directing the
storm water down the haul road and into storm water basin 1, or other
temporary storm water collection controls; and .

4. The asphalt grindings on the haul toad and truck tum-around area are

maintained to meet the performance standard of this Section D.1-4,
inclusive, including without limitation, the placement, as necessary, of
additional asphalt grindings, along with re-grading, compaction, and
rolling (using a roll compactor).

E. LEACHATE SEEPS AND LANFILL GAS BREAKOUTS

New Ventures shall mitigate all occurrences ofleachate seeps or landfill gas breakouts from
the surface of the Landfill and perimeter berm without undue delay and in no case later than
twenty-four (24) hours after discovery by New Ventures or receipt of written notice from
MassDEP. All occurrences of leachate seeps or landfill gas breakouts from the surface of the
Landfill and perimeter berm shall be mitigated by placing clay-like, low permeability soils
with a hydraulic conductivity not greater than 1 x 10-6 over the area of the leachate seep or
gas breakout. New Ventures may use other cover material to mitigate leachate seeps and
Landfill gas breakouts only upon approval, in writing and with conditions, by MassDEP.

F. COVER STOCKPILES

New Ventures shall at all times maintain at the Site not less than one thousand five hundred
(1500) cubic yards of clay-like, low permeability soils with a hydraulic conductivity not
greater than 1 x 10-6, or other low permeabilty material approved by MassDEP for use as
temporary cover for Inactive Areas in accordance with Section C, and for mitigation of
leachate seeps or landfill gas breakouts in accordance with Section E. The clay-like soil
stockpiling requirement of this Section F are required in addition to the three thousand (3000)
cubic yard soil stockpile required by paragraph 13 of the Settlement Agreement for use to
meet the 1: 1 mixing requirement during C&D Material placement.
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Appendix C
Landfil Cover Protocol

EXHIBIT 1

Topcoat Application Specification Sheet
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04/24/2008 10: 13 FAX 13304522644 CFC CAl1'ON

TOPCoI=Tl
-- -DAILY LANDFILL COVER

Material Charactristics
Consistency: Slurr
Color: 8rown

Mix Raia & Coverage Data
Mix ratio: : 1 bag to

70 gallons water
Coverage (1 bag): 450 sq. ft per bag

Physical Properties
Recycled paper content (minimum):
Moisture content:
Organic material (minimum):

Inorganic material (maximum):.
pH (g 25C (10g/200mlJ:
Toxicity:

65%
10 -13%
60%
40%
8.6 J: 0.4
Non-toxic

Packaging and Shipping OatS
Bag Size: 11"x g"x 26"
Bag Wt.: 50 Ibs.
Pallet: 40 bags

Ht. 75'; Width 44~ Depth 53"
Full Truck: 22 pallets, 880 bags . .
Half Truck: 11 pallets, 440 bags. .
Mixing Procedure

APPE.N Dl)( C
- £X't-ie:ir 1 -

ig 'H''!

1. Fill machine with water

(see coverage data below).

2. Add one 50 lb. bag of Topcoat to each
10 gallons of water.
This ratio is important for proper
performance. A diluted mix will not provide
acceptable performance. Material should
have a thick, buttery, oatmeal-like appearance.

3. When applying, spray Topcoat up in the air
and allow it to ~rain" on the working face.

4. Rinsing the pump wih clean water is

recommended after each day's use.
Refer to machinery manufacturer's
instructions for further information.

Applicaon and. Coverage Da. .
Amount Pounds af Number of Coverage

Tiink atWater Topcoat Bags Sq. Ft.

500.gal. 420 gal. 3001bs. 6 2700 sq. ft,
10Dgal. 560 gal. 4001bs. 8 3600 SQ. ft.

900 gal. 770 gal. 5501bs. 11 4950 sq. ft.

1100 gal. . 910 gal. 6501bs. 13 5850 sq. ft.

1300 gal. 1120 gal. 8001bs. 16 7200 sq. ft.

1500 gal. 1260 gal. "'900Ibs. 18 8100 sq. ft.

e Central Fiber Corporation 1-800-654-6117
4814 Fiber lane Road · Wellsvile, KS 66092 . Phone: (785) 883-4600 . Fax: (785) 883-429
1525 WaynesblJrg Drive SE · Canton, OH 44707 · Phone: (330l452-2630 . Fax: (330l 452-2644

WW.centralfiber.com



Appendix C
Landfill Cover Protocol

EXHIBIT 2

Landfill Closure Phase Plan
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